Direct Advantage Operating Modes - Epson 4800 and 4880 Settings

The Direct Advantage direct-to-garment (DTG) printer has the
capability of operating in two different modes—precision and
non-precision. Certain Epson settings determine which mode
is being used. Most of these settings are quickly accessible
from the Roll-Sheet-Cut button on the Epson control panel
(see image at right). This button is marked with a back arrow
() and, when you are accessing the Menu functions, the
button is also used to return to a previous menu selection, all
the way to the Ready status.

Other settings, including the Paper Size Check (PPR SIZE
CHK), which should be ON for precision mode (see illustration below), and OFF for non-precision mode, are
accessible through the Printer Setup menu tree, which is directly accessible from the main Menu button.

The image at right illustrates the Epson settings when the
Direct Advantage is operating in the precision mode. The
first two settings from the left (Roll and Cut) are set with the RS

back arrow button (illustration above), which toggles between : F,E - [.I|_ i
sheet and roll or roll-cut modes. Press this button until the " H s 1
desired icons are displayed. Set the Paper Margin to 3 mm, Lt
indicated by the double parenthesis icon, as follows: g

1. Press the Menu button once to Printer Setup
2. Press the Menu button again " i
3. Press the down arrow () button four times to Paper sl
Margin '
4. Press the Menu button
5. Press either the UP or the DOWN arrow until you see 3 mm on the display
6. Press the Menu button to set the new value. An asterisk should appear to the left of the ‘3.’
7. Press the back arrow button three times to return to the main (Ready) display window.

In this mode, the Epson display should look like the image at
right. Notice that the printer is in Roll mode, and the cutter is
off (icon is absent). The procedure for changing the settings
is the same as that for the precision mode. Change these
two other settings to the values shown here:
PAPER MARGIN: DEFAULT (instead of 3 mm)
PPR SIZE CHK: OFF.




